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ALLOY STEEL HEAT TREATED
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U1-40 END PLATE BAND DETAIL

U1-40 LEAD END PLATE LEFT HAND DETAIL

U1-40 LEAD END PLATE RIGHT HAND DETAIL

U1-40 LEAD LOWER RIGHT HAND  DETAIL

U1-40 LEAD LOWER LEFT HAND DETAIL

U1-40 LEAD TOP PLATE LEFT HAND DETAIL

U1-40 LEAD TOP PLATE RIGHT HAND DETAIL

U1-40 LEAD MIDDLE PLATE DETAIL

U1-40 LEAD INSIDE PROTECTOR DETAIL

FLAT HD SOCKET CAP SCREW #10-24 UNC x 0.50 LG.  

BUTTON HD SOCKET CAP SCREW 1/4-20 UNC x0.75 LG.

BUTTON HD SOCKET CAP SCREW 1/4-20 UNC x1.25 LG.
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INSTALLATION PROCEDURES:
1)  ASSEMBLED FIRST THE FOLLOWING ITEMS
   #2, 9,12 ONTHE SIDE.
2)  INSERT ITEM #1 INTO THE BEAM LINE FASTENED THE 2 SCREWS
    AS PROVIDED AT BOTH END.
3)  INSTALL ITEM #2 AND LET IT REST TO THE SHIM PLATE.
4)  INSERT THE WIRE HARNESS INTO THE GROOVE OF ITEM #9.
5)  INSTALL ITEM #3 LET REST INTO SHIM PLATE.
6)  INSTALL ITEM #4, 5 AT BOTH END AND SECURED BY ITEM#11
     (BOTTON HEAD SCREWS) AS NEEDED.
7)   INSTALL ITEM #6 AND 7.
8)  INSTALL ITEM #8 AT BOTH SIDES.
9)  CHECK FOR ALIGNMENT. IF OKEY. THEN
     PROCEED TO THE NEXT INSTALLATION.  
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